


KP1102		
ADVANCE	1D	LASER
Main	Characteris2cs

Dimensions 76	x	66,5	x	168mm

Weight 121gr	without	cable

Cable Straight	2.0m

Connector	Type RJ45	8Pin	connector

Case	Material ABS

Indicator Bepper,	LED

Interface	Supported HID	Keyboard	
OpTonal:	RS232,	USB	Virtual	COM

Input	Voltage +5V	USB

OperaTng	Mode Manual	(Trigger)	-	Auto	DetecTon	with	Stand

Laser 645-660	nm	Laser	Diode

Decoding	Rate 200	Read	/sec

Scanning	Angle Skew	±65°-	Pitch		±70°-		Roll	±42°

Print	Contrast 25%	minimum	reflecTon	difference	

Decoding	Capability

UPC-A,	 UPC-E,	 UPC-E1,	 EAN-13,	 EAN-8,	 ISBN,	 ISSN,	 Code	 39,	
Code	38	Full	Ascii,	Code	32,	Interleaved	2	of	5,	Industrial	2	of	5,	
Matrix	 2	 of	 5,	 Codabar,	 Code	 128,	 UCC/ENA	 128,	 ISBT	 128,	
Code	 93,	 Code	 11,	 MSI/Plessey,	 UK(Plessey,	 GS1	 DataBar,	
Telepen

Decoding	dept	&	Min	Barcode	width

		3mil:	27-65mm	
		4mil:	27-60mm	
		5mil:	18-132mm	
10mil:	10-320mm	
13mil:	16-380mm	
15mil:	13-500mm	
20mil:	19-620mm	
30mil:	25-770mm

OperaTng	Temperature OperaTng:	0°	to	50°C	
Storage:	-40°	to	60°C

Humidity 5%	to	95%	(Non	Condensing)

Safety

Laser	Safety:	EN60825-1	Class1	
EMC:	EN55022,	EN55024	
Electrical	Safety:	EN60950	
Drop	resistance:	30	Tmes	2m	drops	to	concrete	
Sealing:	IP50




