


KP2000	
FOCUS	1D	CCD

Main	Characteris2cs
Dimensions 175	x	70	x	90mm

Weight 185gr

Cable Straight	2.0m

Case	Material PC+TPU

Indicator Bepper,	LED

Interface	Supported HID	Keyboard

Input	Voltage +5V	USB

Power 650mW	MAX

Sensor 2500pixel	Linear	CCD

Min.	ResoluTon 4mils

Decoding	Rate 200	Read	/sec

Print	Contrast 30%	minimum	reflecTon	differenc

Scanning	With Max	110mm

Decoding	Capability

UPC-A,	UPC-E,	UPC-E1,	EAN-13,	EAN-8,	ISBN,	ISSN,	Code	39,	
Code	38	Full	Ascii,	Code	32,	Interleaved	2	of	5,	Industrial	2	
of	5,	Matrix	2	of	5,	Codabar,	Code	128,	UCC/ENA	128,	ISBT	
128,	Code	93,	Code	11,	MSI/Plessey,	UK(Plessey,	China	Post,	
GS1	DataBar,	Telepen

Decoding	dept	&	Min	Barcode	width

		4mil:	38-72mm	
		5mil:	35-110mm		
10mil:	40-220mm	
13mil:	40-250mm	
40mil:	50-320mm

OperaTng	Temperature OperaTng:	0		to	50C	
Storage:	-25	to	60C

Humidity 10%	to	80%	(Non	Condensing)

Safety

EMC:	EN55022,	EN55024	
Electrical	Safety:	EN60950	
Drop	resistance:	MulTple	Drop	1.2m	
ProtecTon:	IP41
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